
SIMIX Multi-Surface Ceramic Clearcoat is a non film-
forming, hygroscopic, super-hard liquid glass that will 
never yellow, chip, peel or crack. Just like in glass, the 
primary ingredient in SIMIX is silica (sand). That is mixed 
with potassium and lithium, which are very conductive. 
SIMIX conducts heat. It is not an insulator, like all other 
coil coating products on the market today.

PRESERVES • PROTECTS
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SUBJECT: Evaluation of Coated Test Panels 
after Accelerated Exposure

We met with 22 HVAC manufacturers at a recent AHR show. In order to recommend our 
coating they asked for a third party salt test.

The laboratory testing consisted of exposing the test panels to a cyclic accelerated 
weathering environment for 1008 hours (6 weeks) as described in ASTM D5894-21, 
“Standard Practice for Cyclic Salt Fog/UV Exposure of Painted Metal”. The results achieved 
the highest Blistering and Rusting grades available.

We know of no other coating worldwide that has achieved these results. SIMIX will add 
years of life to any HVAC system, heat pump, refrigeration unit and pool heater equipment 
while at the same time significantly reducing you kWh consumption from 15%–25%.









Coating Discoloration Observations.
* Note: This residue build-up occurs 
during the drying process after Sodium 
Chloride and Ammonium Sulfate are 
sprayed on.





1 Front after 1008 hrs 
ASTM D5894

2 Front after 1008 hrs 
ASTM D5894

3 Back after 1008 hrs 
ASTM D5894

3 Front after 1008 hrs 
ASTM D5894

4 Front after 1008 hrs 
ASTM D5894

5 Front after 1008 hrs 
ASTM D5894

6 Back after 1008 hrs 
ASTM D5894

6 Front after 1008 hrs 
ASTM D5894

Page 4: Table 2 – Reference images

Aluminum

Copper

SIMIX I KENOSHA, WISCONSIN I info@simixusa.com I simixusa.com SMX198


